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- SPECIFIC HAZARD NONE - SECTION 1 NAME AND PRODUCT

MANUFACTURER'S NAME:  SUMNEN PRODUCTS COMPANY CONTACT: Terry Heller
ADDRESS : T910 Menchester Ave. EMERGENCY  PHONE NO: 314-781-2105
St. Louis, Mo, 63143 APPROVED 8Y: Terry Heller
United States of Americs TITLE: Manager, Materisls R/D
DATE: August 15, 1987

TRADE NAME, COMMON RAME OR SPECIFICATION: MB~30 HONING OIL
VGS~20657 SEAT CUTTING OIL

CHENICAL FAMILY: PETROLEUM-BASED LUBRICATING OIL WITH NON-PETROLEUM FATTY ADDITIVES AND METAL DEACTIVATOR.
CLASSIFICATION: PETROLEUM OIL N.O.S.

D.0.7. SHIPPING CLASS: COMBUSTISLE LIQUID

IDENTIFICATION NUMBER: NA1270

SECTION 2 HAZARDOUS INGREDIENTS/IDENTITY (PER 29 C.F.R. 1910.1200(g))

COMMON CHEMICAL NANE OF CAS NO OSHA ACGIH CARCINOGENIC
NANE COMPONENTS PEL TLV-TWA
mg./cu. m. mg./cu. m,
WINERAL OIL PETROLEUN DISTILLATE 64741-44-2 5 (mist) 5 (mist) H
NINERAL OIL PETROLEUM DISTILLATE, SEVERELY
HYDROTREATED, LIGHT NAPHTHENIC 64742-53-6 5 (mist) 5 (mist) N
MINERAL OIL PETROLEUM DISTILLATE, SEVERELY
MYDROTREATED, HEAVY MAPHTHENIC 64742-52-5 5 (mist) 5 (mist) N
SULFUR{ZED FAT  SULFURIZED FATTY OIL 61790-49-6 NONE NONE N
FAY ANIMAL FATTY OIL B016-28-2 NONE NONE N
TOLYLTRIAZOLE TOLYLTRIAZOLE 29385-43-1 NONE NONE N

FOR FURTHER SAFETY AND HEALTH INFORMATION REGARDING THE COMPOSITION OF THIS
MATERYAL CONTACT SUNKEN PRODUCTS, IHWSTRIAL SALES DEPARTMENT.

SECTION 3 PHYSICAL & CHEIIICBL (IARAC'I'KRISTICS ’
SPECIFIC GRAVITY (MATER=1)--~ 904 )

PERCENT YOLAVILE BY VEIGHT---~----<1X

BOILING POINT—- >500 F (260 C)

<.1ma g @ 68 F (20 C)

No applicsble information tound.

--Negligible

«-sNegligibie. Material is completely soluble in common hydrocarbon or chlorinated hydrocarbon
solvents such as mineral spirits or trichloroethane.

#ot reactive.

APPIARINCE AND SDOR----=<<-=c==-=-0ark brown mobile liquid with characteristic odor of sulfurized fat.

SEYTION 4 SPECIAL PRECAUTIONS  HANLING AND STORAGE: NONE Refer to section 7.

( :

SECTION 5 CORROSIVITY AND REACTIVITY DATA

STABILITY: Materisi is stable under normal conditions of transport snd storage.
POLYMERIZATION: Hezardous polymerization will not occur.

INCOMPATIBILITY (MATERIALS TO AVOID): Strong oxidation agents such as fuming nitric acid can produce a violent reaction.
Material may react with sny smount of alkalai such as part.clesners to form corresponding. amounts of sosps and/or oulsions.
CONDITIONS TO BE AVOIDED: Do not use near sparks flames or other sources of ignition. Do not smoke in the presence of oil mist.
HAZARDOUS DECOMPOSITION PRODUCTS: Oxides of sulfur, carbon monoxide snd csrbon dioxide as products of cambustion.

SECTION 6 HEALTH, FIRST AID AND MEDICAL DATA

PRIMARY ROUTE(S) OF ENTRY ARE: INHALATION AND SKIN ABSQRPTION.
ACUTE AND CHRONIC HEALTH EFFECTS AND EFFECTS OF OVEREXPOSURE

ACUTE CHRONIC
MINERAL OIL

Prolonged repeated skin contect cen cause skin
Predisposing factors: Usually individuals With sensitive jrritation or oil scne: Inflammtion end
skin or large smounts of body hair. Naterial is not sterile blackheads due to mechanfcal blocksge of the
and mey infect open cuts or sores. When tested, MB-30 wes pores. .Protonged or. repeated exposure may
judged to be non-irritating per 16 CFR 1500.3(c)(4). aggrevate existing dermatitis.
Primary jrritation index=2 (Albino Rabbits).
INGESTION: Acute oral toxicity: LD 50>5 gm./kg. (rats). None -knowr,
INHALATION: Observe ACGIH limits for oil mist. Symptoms of overexposure None known.
to oil mist include coughing, sore throat, headache, chest pein i
and difficult breathing. Predisposing factors: Individuals with o "
pre-existing respiratory impairments (such‘os emphyzema) can
display increased sensitivity to oil mists or vapors. e
EYE CONTACT: When tested, MB-30 wes judged to be non-irritating per None KRown, ;.
16 CFR 1500.42 No corneal opacity, iritis or moderate
conjunctival irritation after; 1,2,3 days (Drsize, rabbits).

SKIN ABSORPTION: May irritate the skin, N

EMERGENCY FIRST AID R

INHALATION: Remove from further exposure. 1f unconsciousness occurs, seek immediate medicsl assistance and call

a physician. 1f; breathing hes stopped, begin mouth to mouth resuscitation. EYE CONTACTS: : Remove contact: lenses .
(if wearing) and flush eyes with water for 15 miputes. Seek medical attention to check for possible frritation.

SKIN CONTACT: wash contact areas with mild non-abrasive soap snd water. INGESTION: Do not induce vomiting.
Call physician or poison control center immediately. .

SEC’I‘ION 7 HANDI.ING, STORAGE AND USE PROCEDURES

NORMAL STORAGE AND HANDLING: Store away from hen or ﬂ-e 1f stored outdoors, store $0 83 to shed mter. Procbct ney seperate
it exposed to temperatures below 50 F.v 1 so, material should be heated to 50 F and mixed prior to transfer. of contents. . Vent
container by removing lid while heating.

NORMAL -USE: May cause skin irritation and/or. defst the skin on prolonged or repeated contact. Practice good personal hygiene by
washing hands several times each day. Launder contaminated clothing before reuse. Avoid wearing clotMm mk.d with fluid,
Avoid prolonged inhalation of mist or vapors. Do not transfer to unlabeled containers. Do not reuse connimn for: other
materials or purposes. ‘0o not cut, braze, wetd, solder, or pressurize container as doing so mey cause container to EXPLODE,
potentially causing serious injury or DEATH. FOR INDUSTRIAL USE ONLY. Not suitsble for use-in o} around househald or duelling.
All precautions detailed on the container label spply to partially full or empty contsiners. Do not attempt 1o clesn as residue
is difficult to remove. Empty drums should be completely drained, properly closed snd returned to a drum conditioner to be
commerciaily cleaned. Otherwise, containers should be disposed of in en cm(romentllly safe mormer ond in .curdlnco sith
applicable goverrmental regulatwns.
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STEPS TO BE TAKEN IN CASE OF LEAXS OR SPILLS: Absorb on fire retardant sbsorbant. Gather and dispose of in accordance with
sppliceble regulations. Notify Coast Guard if spilt could reach any waterwsy (1-800-424-8802) and also notify state/local
authorities.

GASTE DISPOSAL METHODS: Dispose of in accordance with applicsble federal, stste and Local laws, regulations, rules, orders
and: ordinences.

SECTION 8 PERSONAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: If use conditions give rise to excessive mist (greater than 5 mg/cu M) use a NIOSH approved respirator
rated for mineral oil mist or forced ventilation to reduce mist exposure to well betow TLV levels.

VENTILATION-LOCAL: Kormal. MECHANICAL: Required if use conditions give rise to levels greater than 5 mg/cu M.
OTHER: No appliceble information found.

SKIN PROTECTION: Xo special equipment required. However, good personal hygiene practices should always be fol towed,

Do not wear oil sosked clothing.

EYE PROTECTION: Alusys wear NIOSH approved eye protection when working sround or operating machinery.
OTHER EQUIPMENT: Qil-impervious spron if desired.

MEASURES TO BE TAKEN DURING REPAIR AND MAINTENANCE OF CONTAMINATED EQUIPMENT THAT HAS 8EEN IN CONTACT WITH THIS MATERIAL: Same as
for. petroleun lubricating oil. Remove traces of msterial if soldering, welding, brazing, cutting or other process mvolvmg
ignition sources to prevent a fire hazsrd.

SECTION 9 FIRE AND EXPLOSION HAZARD DATA

FLASH POINT+-co-con 310 F (155 C) ASTM D-92°

FLAMMABLE LIMITS--~ LEL: UNKNOWN UEL: UNKNOWN

EXTINGUISHING MEDIA: Carbon dioxide, foam, dry chemical and water fog.

SPECIAL FIRE FIGHTING PROCEDURES: For fires in enclosed areas, firefighters must use setf-contained breathing apparatus.
UNUSUAL FIRE AND EXPLOSION HAZARDS: Sealed containers may explode if exposed to extreme heat.

NOTICE

THIS MATERIAL SAFETY DATA SHEET ("MSDS™) IS SUPPLIED PURSUANT TO THE
OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION’S HAZARD COMMUNICATION RULE
(THE “"RULE"™), 29 CFR 1910.1200. THIS MSDS IS BEING FURNISHED TO THE =
IMMEDIATE PURCHASER OF THE MATERIAL TO WHICH IT REFERS WITHOUT REPRESENTATION
OR WARRANTY AS TO THE COMPLETENESS OR ACCURACY OF ANY INFORMATION OR

. RECOMMENDATIONS CONTAINED HEREIN.

THIS MSDS IS OFFERED SOLELY TO COMPLY WITH THE RULE AND IS NOT INTENDED
TO CREATE ANY LIABILITY OF ANY KIND ON THE PART OF SUNNEN PRODUCTS COMPANY
("SUNNEN"). IN NO EVENT WILL SUNNEN BE RESPONSIBLE FOR ANY DEATH, INJURY
OR DAMAGE OF ANY NATURE WHATSOEVER RESULTING FROM THE USE OF, RELIANCE UPON,
OR MISUSE OF THE MSDS. NO REPRESERTATIONS OR WARRANTIES, WHETHER EXPRESSED
OR IMPLIED, OF MERCHANTABILITY, FITNESS FOR'A PARTICULAR PURPOSE, OR ANY
OTHER NATURE, ARE MADE HEREUNDER. THIS MSDS IS NOT INTENDED AS A
RBCOHIIEKMTION FOR USES WHICH INFRINGE VALID PATENTS OR EXTEND LICENSES UNDER
VALID PATENTS.

THIS MSDS IS FURNISHED UPON THE EXPRESS CONDITION THAT ALL PERSONS

‘RECEIVING IT WILL MAKE THEIR OWN DETERMINATION AS TO ITS SUITABILITY FOR THEIR

PURPOSED PRIOR TO USE. RESPONSIBILITY FOR COMPLIANCE WITH APPLICABLE
FEDERAL, STATE OR LOCAL REGULATIONS CONCERNING DISSEMINATION OF THE MSDS AND
SALE AND USE OF THE MATERIAL TO WHICH IT REFERS RESTS SOLELY UPON THE
PURCHASER.




